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IZAR
Quick installation and programming guide MSD-008/00

IMPORTANT 
NOTE

This quick guide is a summary of the complete installation manual. The manual contains safety warnings
and other explanations which must be taken into account. The installation manual can be downloaded
by going to the "Downloads" section of Erreka website: 
http://www.erreka.com/Automatismos/descargaDocumentos.aspx
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Elements of the complete installation

Electrical cabling

A: Main power supply

B: Flashing light/traffic light

C: Photocells (mirror)

D: Pushbutton or key switch

E: Operator: motor + encoder (IZS1, IZS4, IZS4D) or
limit switches (IZ1C, IZ4C, IZ4CD)

F: Operator release (IZS4D)

G: Antenna  
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Unlocking

Operators without built-in release system 
(IZ1C, IZ4C, IZS1, IZS4)

Operators with built-in release system 
(IZS4D, IZ4DC)

Unlocking for manual operation:
• P Disconnect the power supply.
• Remove the release pin (1) and move the door

manually.

Motorised operation locking:
• Move the door manually until the crankshaft (2) is

opposite the drive block (3).
• Position the pin (1).

Unlocking for manual operation:
• P Disconnect the power supply.
• Pull the green handle (2) downwards and move the

door manually.

Motorised operation locking:
• Pull the red handle (1) downwards.
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Installation in sectional door (IZS4D, IZ4DC only)

 In order to use the IZAR operator (IZS4D,
IZ4DC only) in sectional doors, the AIZ01/02
adapter kit, as supplied separately, must be
used. For more information on installing the
IZAR operator in sectional doors, see the
instructions for this adapter.
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 1 Install the tensioner (1), the guide (2), the block (3),
the single support (4a) or cardan (4b), the operator
(5a) or (5b) and the chains (6) and (7).
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Installation in twin leaf up-and-over door

 2 Install the crankshaft: 
Case A: inward opening
Case B: outward opening

 3 Install the transmission (for dual drive only)

 4 Install the lower closing stopper (IZS1, IZS4, IZS4D only)

Dual drive only: install the other crankshaft on the other
side of the door, at the same height as the first one.

1 Install the transmission: bars (1),
bushing (2) and supports (3).

2 Mark the bore position in the bars (1)
through the threaded holes of the
bushing (2).

3 Remove the bushing and drill the bars:
ø = 5mm; depth = 5mm.

4 Attach the bushing to the bars using
screws: 
ø = 5mm; depth = 5mm.

5 Attach the bars to the cardan joints (4)
using screws and self-locking nuts.

The lower closing stopper must be installed before 
programming the control board.

1 Close the door completely: when necessary, the release 
pin (1) must be removed without excessive force.

2 Position the  T  stopper just below the drive block (2) and 
make two holes of ø = 5.5 mm in the track.

3 Install the stopper on the inside of the track and secure 
with the screws (3).

The A pins must be in place.



12

     

�

�

�

�
�
�

�
�
�

��



�

����

�������


��


��


��

��

��
�

���

����

��


����

������ ��������	� !
������ ��	�����"� !

����

G1 Blue (motor)
G2 Red (motor)
P14 (GND) Mesh (encoder mesh) (–)
P15 (SNG1) Green (encoder signal) (S)
P13 (V+) Brown (encoder power supply) (+)

Electrical connections: IZAR with encoder, VIVO-D102(M) board

STOP CABLE CONNECTOR: connect to the release switch (in the models with encoder and release). In the models
without unlocking, make an electrical bridge.

�##

�#�#

��$
�����
���
��	

���
���

�
�

�����

���������
�����

�%&
'�����(

��

��

�������� �����

������


����
���#

�)�

��
�
��
�
��
�

��� ��

�

Electrical connections: IZAR with limit switches, VIVO-D103 and ADB30 boards

Check turning direction using the mini-pushbuttons ST1 (close) and ST2
(open), having first placed DIP1, DIP2 and DIP3 in OFF. If the turning
direction of the operator is not correct, interchange the cables connected
to the cable connectors |M (VCC).

Ensure that the limit switches are connected correctly. If they are
not, the motor will continue to operate until wheel A or B reaches the
stopper, thus breaking the mechanism. Carry out the check using ST1
(close) and ST2 (open), having previously placed DIP1, DIP2 and DIP3 in
OFF.

Adjust the limit switches by turning wheels A and B, having previously removed the guide [C].


